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	THERMOSTATIC MIXING VALVE

	Manufacturer
	All Valve Industries / Caleffi
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	Model
	SS521312B (15mm)
SS521319B (20MM)
	

	Specification
	All Valve Industries full stainless steel recessed enclosure with dimensions 300mm x 300mm x 70mm, comprising Caleffi 5213TM series thermostatic mixing valve approved to AS4032.1 and NSW Health. Three pipe configuration with bottom entry inlets and outlet. With key lockable (flat lid / hinged lid). With binder test point on mixed outlet. Optional: lid to be powder coated to dulux colour xxxx
	

	Location
	In the accessible toilet and shower
In the areas shown on the drawings.
	


	THERMOSTATIC MIXING VALVE

	Manufacturer
	All Valve Industries / Caleffi
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	Model
	SS521312T (15mm)
SS521319T (20MM)
	

	Specification
	All Valve Industries full stainless steel recessed enclosure with dimensions 300mm x 300mm x 70mm, comprising Caleffi 5213TM series thermostatic mixing valve approved to AS4032.1 and NSW Health. Three pipe configuration with top entry inlets and bottom mixed outlet. With key lockable (flat lid / hinged lid). With binder test point on mixed outlet. Optional: lid to be powder coated to dulux colour xxxx
	

	Location
	In the accessible toilet and shower
In the areas shown on the drawings.
	


	THERMOSTATIC MIXING VALVE

	Manufacturer
	All Valve Industries / Caleffi
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	Model
	SSBPC521312T (15mm)
SSBPC521319T (20MM)
	

	Specification
	All Valve Industries full stainless steel recessed enclosure with dimensions 300mm x 300mm x 70mm, comprising Caleffi 5213TM series thermostatic mixing valve approved to AS4032.1 and NSW Health. Four pipe configuration with top entry inlets and bottom mixed outlet and 20mm cold water bypass outlet with isolating valve. With key lockable (flat lid / hinged lid). With binder test point on mixed outlet. Optional: lid to be powder coated to dulux colour xxxx
	

	Location
	In the accessible toilet and shower
In the areas shown on the drawings.
	


	THERMOSTATIC MIXING VALVE

	Manufacturer
	All Valve Industries / Caleffi
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	Model
	SSBPC521312B (15mm)
SSBPC521319B (20MM)
	

	Specification
	All Valve Industries full stainless steel recessed enclosure with dimensions 350mm x 350mm x 70mm, comprising Caleffi 5213TM series thermostatic mixing valve approved to AS4032.1 and NSW Health. Four pipe configuration with bottom entry inlets and mixed outlet and 20mm cold water bypass outlet with isolating valve. With key lockable (flat lid / hinged lid). With binder test point on mixed outlet. Optional: lid to be powder coated to dulux colour xxxx
	

	Location
	In the accessible toilet and shower
In the areas shown on the drawings.
	


	THERMOSTATIC MIXING VALVE

	Manufacturer
	All Valve Industries / Caleffi
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	Model
	CUSTOM DESIGN – PART NO ON REQUEST
	

	Specification
	All Valve Industries full stainless steel recessed enclosure with dimensions 350mm x 350mm x 70mm, comprising Caleffi 5213TM series thermostatic mixing valve approved to AS4032.1 and NSW Health. Five pipe configuration with top entry inlets and bottom mixed outlet and 20mm cold and hot water bypass outlets with isolating valves. With key lockable (flat lid / hinged lid). With binder test point on mixed outlet. Optional: lid to be powder coated to dulux colour xxxx
	

	Location
	In the accessible toilet and shower
In the areas shown on the drawings.
	


	THERMOSTATIC MIXING VALVE

	Manufacturer
	All Valve Industries / Caleffi
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	Model
	CUSTOM DESIGN – PART NO ON REQUEST
	

	Specification
	All Valve Industries full stainless steel recessed enclosure with dimensions 350mm x 350mm x 70mm, comprising Caleffi 5213TM series thermostatic mixing valve approved to AS4032.1 and NSW Health. Four pipe configuration with top entry inlets and bottom mixed outlet and 20mm cold water bypass outlet with isolating valve. Inlet pipes to be fitted with Caleffi 5335 series pressure reducing valve preset at 500kPa, or where temperature exceeds 65°C, a suitable pressure control valve shall be used. With key lockable (flat lid / hinged lid). With binder test point on mixed outlet. Optional: lid to be powder coated to dulux colour xxxx
	

	Location
	In the accessible toilet and shower
In the areas shown on the drawings.
	


	THERMOSTATIC MIXING VALVE

	Manufacturer
	All Valve Industries / Caleffi
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	Model
	CUSTOM DESIGN – PART NO ON REQUEST
	

	Specification
	All Valve Industries full stainless steel recessed enclosure with dimensions 300mm x 300mm x 70mm, comprising Caleffi 5213TM series thermostatic mixing valve approved to AS4032.1 and NSW Health. Four pipe configuration with top entry inlets and bottom mixed outlet and 20mm cold water bypass outlet with isolating valve. A 15mm pipe in a horizontal configuration with a watermarked mini ball valve for isolation shall be installed. With key lockable (flat lid / hinged lid). With binder test point on mixed outlet. Optional: lid to be powder coated to dulux colour xxxx
	

	Location
	In the accessible toilet and shower
In the areas shown on the drawings.
	


