
HANDHELD
EYEWASH
SERIES WJH2155

	Rugged materials 
Solid brass body with ABS handle, supplied 
with 1.5m flexible hose.

	Quickly deployed 
Flexible mounting positions and quick 
activation allows fast response to a rinse event.

	Compliant flows 
Non-aerated comfortable spray, with compliant 
flow rates to AS4775. 

	Self locking function 
Water locking switch provides easier use of the 
handheld device.

handheld Eyewash –   Wall mounted / Table Mounted

function and features



FEATURES

DIAGRAM

•	 Solid Brass Body.

•	 Material ABS -Handle.

•	 Function Eye/Face / Body Washing

•	 Water Locking Switch - Self Locking Function.

•	 Soft Rubber Spray Head

•	 Duct Cover.

•	 1.5 Metre Supply Hose, Flexible PVC Pipe Coated Braided Stainless Steel.

•	 0.2-0.4 Mpa Working Pressure

•	 1.5 L/Min Flow Rate.

•	 Connection Size ½ BSP Female

•	 Suitable for both wall and bench mounting.

CODE: WJH2155-1
HANDHELD SINGLE NOZZLE EYEWASH

Instructions: When in use, withdraw the main body of the eye washer from the table holder, push the 
push button with your thumb and push forward at the same time, the switch valve opens and locks the 
water flow, allowing you to rinse. After the rinse is completed, pull back the push button and release, the 
switch valve closes, and then reset the main body of the eye washer to the table mount. 

CODE: WJH2155-4
HANDHELD DOUBLE NOZZLE EYEWASH
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